
      Designed for radial cut spinnakers

Dynakote 70 and 75 are high performance spinnaker fabrics with high stability, low weight, and zero porosity that have 
the same construction and polyurethane based coating as Superkote 70 and 75.

The exclusive Dynakote finish adds a Nano surface coating to the fabric. The effect is a very smooth slippery surface 
which means that you can hoist and lower your sail faster, gybe quickly and more smoothly. The excellent water 
 repellency ensures that your spinnaker stays light and dry for a long time, maintaining their bias stability even in the 
toughest conditions.

PU coated nylon with a silicone fi nish for a slippery surface

DYNAKOTE

NATURAL FLUOR PINK* REDORANGE

FLUOR YELLOW*GOLD YELLOW GREEN

LIGHT BLUE LILACDARK BLUEFLUOR GREEN*

BLACKCOOL GREY

STYLE DYNAKOTE

REFERENCES 70 75

WEIGHT IN G/M² 38 40

Natural ✓ ✓

Fluor Pink* - ✓

Orange - ✓

Red ✓ ✓

Gold - ✓

Yellow - ✓

Fluor Yellow* - ✓

Green - ✓

Fluor Green* - ✓

Dark Blue ✓ ✓

Light Blue - ✓

Lilac - ✓

Cool Grey - ✓

Black - ✓

*  Fluorescent colours are more sensitive to UV and 
 therefore not recommended for offshore and 
 transoceanic sailing.
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 DYNAKOTE (Silicon Coated Nylon)

STYLE CONSTRUCTION AVERAGE WEIGHT TENACITY ELONGATION WIDTH

WARP DENIER x FILL DENIER G/M² SM OZ KG/5CM @ BREAK

DK 70 30 x 30 38 0.89 42 23% 150 cm

DK 75 30 x 30 40 0.93 45 23% 150 cm

PU coated nylon with a silicone fi nish for a slippery surface

DYNAKOTE
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