
 Designed for cross-cut racing laminates sails  

MAXX® Racing laminates are favourite for cross-cut sails with dinghy sailors at Olympic-, international-, national- and 
club level. This stable MAXX® Racing laminate has proved itself time and again to be both versatile and long lasting 
on racecourses all over the world. The fibers in MAXX® laminates are laid at varying angles so that the sail forces are 
evenly distributed throughout the horizontal panels of the sail. The result is superior shape holding and efficiency over 
a wide range of wind conditions. Mylarply: The yarns are laminated between two layers of film. These are the lightest 
racing laminates for cross-cut sails.

Superior shape holding and ultra-stable laminate 

MAXX® ARAMID 

Film  

90˚ Aramid black 

-70˚ Aramid black

+70˚ Aramid black

+82˚ Aramid black

0˚ Aramid black

Film

MAXX® TECHNOLOGY

APPLICATIONS MAXX® ARAMID

BOAT LENGTH MAINSAIL HEADSAIL

 IN FT IN M MULTIHULL MONOHULL 100% 135% 150%

± 24 ± 7 MAXX 15 MAXX 06 MAXX 15 MAXX 15 MAXX 06

± 28 ± 8 - MAXX 15 MAXX 15 ZMAXX 15 MAXX 06

± 32 ± 10 - - - MAXX 15 MAXX 15
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Superior shape holding and ultra-stable laminate 

MAXX® ARAMID 
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 MAXX® ARAMID

STYLE CONSTRUCTION 100% BLACK ARAMID AVERAGE WEIGHT COLOUR APPLICATIONS WIDTH

FILM MIL. 90° 82° 70°  -70° 0° G/M² SM OZ CROSS-CUT

MAXX A06 
FINN BLACK 1.0 3750 3300 1650 - 1650 120 2.8 Clear ✓ 150 cm

MAXX A06 
BLACK 1.5 3900 2300 2300 1400 2300 154 3.6 Clear ✓ 150 cm

MAXX A15 
BLACK 1.5 4800 4800 4800 1400 3900 193 4.5 Clear ✓ 150 cm


