
The ZL-U Performance Cruise style is tailored to performance-oriented cruisers and is offered in three
weight options. 

This laminate range utilizes UPE warp fibers in conjunction with a polyester cross-ply and a 50x50 
taffeta weave.

The inclusion of UPE warp fibers imparts a notable durability and shape-holding capability to the
cloth, making it a well-suited choice for cruisers seeking improved downwind performance.
The integration of a 50x50 taffeta fabric further enhances the ZL-U design, offering a soft and
comfortable hand, while a PET cross-ply construction reinforces tear resistance, adding a measure of 
longevity and reliability.

Great performance on beam/broad reach courses.

ZL-U PERFORMANCE CRUISE LAMINATES
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60° Black Polyester ZigZag

0° Black UPE

Cool Grey Polyester Taff eta

ZIGZAG TECHNOLOGY



ZL-U PERFORMANCE CRUISE LAMINATES

ZL-U PERFORMANCE CRUISE LAMINATES

STYLE CONSTRUCTION UPE & POLYESTER AVERAGE WEIGHT WIDTH

FILM MIL UPE FIBER  
DPI 0°

POLY FIBER DPI 
60° ZIG ZAG TAFFETA G/M² SM OZ

ZL-U 05 1.0 4800 1940 50 x 50 111 2.6 56”

ZL-U 07 1.0 7200 1940 50 x 50 131 3.1 56”

ZL-U 10 1.0 9600 1940 50 x 50 151 3.5 56”

•	 UPE warp fibers for durable, shape holding performance
•	 50x50 taffeta for a soft hand
•	 PET cross-ply for tear resistance

APPLICATIONS  ZL-U PERFORMANCE CRUISE CODE LAMINATES

BOAT LENGTH CODE ZERO 50° - 90°

IN FT IN M

± 28 ± 8 ZL-U 05

± 32 ± 10 ZL-U 05

± 36 ± 11 ZL-U 05

± 40 ± 12 ZL-U 05 / 07

± 44 ± 13 ZL-U 05 / 07

± 48 ± 14 ZL-U 07

± 52 ± 13 ZL-U 07 / 10

± 58 ± 18 ZL-U 10

± 65 ± 20 ZL-U 10


