
      Designed for radial cut spinnakers

Maxikote spinnaker fabric is woven with polyester yarns and finished with our very stable and durable polyurethane 
coating. The result is that Maxikote has very little elasticity and makes very form-stable sails due to its low stretch. 
The stability and the range of weights of the Maxikote series are designed so that your sailmaker can combine 
 different weights of compatible cloth to achieve the best strength/weight ratio for your spinnaker. 

Maxikote is specially designed to meet the specific performance requirements of asymmetric spinnakers on the 
latest generation light displacement yachts, dinghies and catamarans.

Professional quality fabric for asymmetric spinnakers on light-weight racing boats

MAXIKOTE
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APPLICATIONS MAXIKOTE

LUFF LENGTH IN M LIGHT MEDIUM HEAVY

12 MK 80 MK 100 MK 150

15 MK 100 - MK 80 MK 150 - MK 100 MK 150

18 MK 100 - MK 80 MK 150 - MK 100 MK 200 - MK 150

21 MK 150 - MK 100 MK 200 - MK 150 MK 200 - MK 150

24 MK 150 - MK 100 MK 200 - MK 150 MK 300 - MK 200

27 MK 200 - MK 100 MK 200 - MK 150 MK 300 - MK 200

30 MK 200 - MK 100 MK 300 - MK 200 MK 300

33 MK 200 - MK 100 MK 300 - MK 200 MK 300

Maxikote 100 available in: Natural / Red / Dark Blue / Black.



Professional quality fabric for asymmetric spinnakers on light-weight racing boats

MAXIKOTE
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MK 80 MK 100 NATURAL MK 100 RED MK 100 DARK BLUE

MK 100 BLACK MK 150 NATURAL MK 200 NATURAL

 MAXIKOTE (Polyester)

STYLE CONSTRUCTION AVERAGE WEIGHT TENACITY ELONGATION WIDTH

WARP DENIER x FILL DENIER G/M² SM OZ KG/5CM  BREAK

MK 70P 30 x 40 40 0.93 40 14% 150 cm

MK 80P 40 x 40 42 0.98 48 14% 150 cm

MK 100P 40 x 40 50 1.17 54 16% 150 cm

MK 150P 70 x 70 77 1.80 70 20% 150 cm

MK 200P 70 x 70 90 2.10 85 25% 150 cm

MK 300P 150 x 150 135 3.15 125 32% 150 cm

MK 300 NATURAL

Woven in di� erent countries of the European Union, 
fi nished at Contender Finishing GmbH


